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Revisions made to the original MasterSpec text are made solely by the Licensee and are not endorsed by, or representative of the opinions of, Deltek or The American Institute of Architects (AIA). Neither AIA nor Deltek are liable in any way for such revisions or for the use of this Section by any end user. A qualified design professional should review and edit the document to suit project requirements.
SECTION 076500 – FLEXIBLE FLASHING
[bookmark: GENERAL]GENERAL
[bookmark: SUMMARY]SECTION INCLUDES
Self-adhering flexible flashing membrane (GRIP-RITE® ProWrap BUTYL and GRIP-RITE® ProWrap FLEX).
Related accessories and sealants.
(Specifier Note: This guide specification is intended for use in wall assemblies requiring flexible flashing membranes for rough openings, penetrations, and transitions. Edit to suit specific project requirements.)
[bookmark: ACTION_SUBMITTALS]REFERENCES
ASTM C920 – Elastomeric Joint Sealants.
ASTM C1193 – Guide for Use of Joint Sealants.
ASTM E96 – Water Vapor Transmission of Materials.
ASTM E331 – Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls.
ICC-ES AC38 – Acceptance Criteria for Water-Resistive Barriers (as applicable to assembly).
[bookmark: QUALITY_ASSURANCE]SUBMITTALS
Product Data: Current manufacturer technical literature.
Samples: Minimum 4-inch by 4-inch sample of flashing membrane.
Manufacturer Installation Instructions.
Test Data demonstrating compliance with published performance values.
QUALITY ASSURANCE
[bookmark: DELIVERY,_STORAGE,_AND_HANDLING]Installer shall have documented experience with self-adhered flashing systems.
Installation shall comply with manufacturer’s written recommendations.
Include flashing in required wall/window mock-up assemblies where specified.
DELIVERY, STORAGE, AND HANDLING
[bookmark: FIELD_CONDITIONS]Deliver materials in original, unopened packaging with labels intact.
Store in clean, dry location protected from direct sunlight and extreme temperatures.
Protect materials from damage and contamination.
PROJECT CONDITIONS
[bookmark: WARRANTY]Apply to clean, dry substrates free of dust, oil, frost, and debris.
Install within manufacturer’s recommended temperature range.
Prime substrates where required to ensure proper adhesion.
[bookmark: PRODUCTS]PRODUCTS
[bookmark: WEATHER_BARRIERS]MANUFACTURER
GRIP-RITE®
PrimeSource Building Products, Inc.
1321 Greenway Drive, Irving, TX 75038
Website: www.grip-rite.com
MATERIALS 
Self-Adhering – Straight Flashing: GRIP-RITE® ProWrap BUTYL
Cross-laminated, Conformable polyethylene film facer.
Butyl adhesive backing.
Siliconized split release liner.
Color: White facer.
Available Sizes: 4", 6", 9", and 12" widths; 75-foot roll lengths.
Self-Adhering – Flexible Flashing: GRIP-RITE® ProWrap FLEX
Extensible textured polyethylene laminate barrier film facer.
Butyl adhesive backing.
Siliconized split release liner.
Color: White facer.
Available Sizes: 6" and 9" widths; 50-foot roll lengths
Performance Characteristics:
Water Penetration Resistance: No leakage at 75 Pa when tested in accordance with ASTM E331 (as part of wall assembly).
Water Vapor Transmission: < 1 perm, when tested in accordance with ASTM E96.
Adhesion: Aggressive adhesive designed for bonding to OSB, plywood, gypsum sheathing, masonry, and metal substrates.
UV Exposure: up to 6 months.

[bookmark: EXECUTION]ACCESSORIES
Sealants: Provide sealants complying with ASTM C920 and compatible with flashing membrane.
Fasteners: Mechanical fasteners as required by substrate and project conditions.
Primers: Manufacturer-recommended primer where required for adhesion.
EXECUTION
[bookmark: INSTALLATION_OF_WEATHER_BARRIERS]EXAMINATION
Verify substrate and surface conditions are in accordance with flexible flashing manufacturer recommended tolerances prior to installation.
Review requirements for sequencing of installation of flexible flashing assembly with installation of windows, doors, louvers and wall penetrations to provide a weather-tight flashing assembly.
(Specifier Note: Flashing manufacturer recommends weather barrier be installed before the installation of the windows. USE these opening preparation and flashing articles for flashing non-flanged windows when they will be installed after the installation of a weather barrier.)
OPENING PREPARATION (for use with non-flanged windows – all cladding types)
Flush cut weather barrier membrane at edge of sheathing around full perimeter of opening.
Cut a head flap at 45-degree angle in the weather barrier membrane at window head to expose 8 inches of sheathing. Temporarily secure weather barrier membrane flap away from sheathing with tape.
FLASHING (for use with non-flanged windows – all cladding types)
ACut [6-inch] [9-inch] wide ProWrap FLEX Flashing a minimum of 12 inches longer than width of sill rough opening. 
Cover horizontal sill by aligning ProWrap FLEX Flashing edge with inside edge of sill. Adhere to rough opening across sill and up jambs a minimum of 6 inches. Secure flashing tightly into corners by working in along the sill before adhering up the jambs.
Apply 9-inch wide strips of ProWrap BUTYL Flashing at jambs. Align flashing with interior edge of jamb framing. Start Straight Flashing at head of opening and lap sill flashing down to sill.
Install ProWrap FLEX Flashing at opening head using same installation procedures used at sill. Overlap jamb flashing a minimum of 2 inches.
Coordinate flexible flashing with window installation.
On exterior, install backer-rod in joint between window frame and flashed rough framing. Apply sealant at jambs and head, leaving sill unsealed. Apply sealants in accordance with sealant manufacturer’s instructions and ASTM C1193.
Position weather barrier head flap across head flashing. Adhere using 4-inch wide ProWrap BUTYL Flashing over the 45-degree seams.
Tape top of window in accordance with manufacturer recommendations.
On interior, install backer rod in joint between frame of window and flashed rough framing. Apply sealant around entire window to create air seal. Apply sealant in accordance with sealant manufacturer’s instructions and ASTM C1193.
(Specifier Note: Manufacturer recommends weather barrier be installed before the installation of the windows. use these opening preparation and flashing articles for flashing flanged windows when they will be installed after the installation of a weather barrier.)

OPENING PREPARATION (for use with flanged windows installed after weather barrier)
Cut weather barrier in an “ -cut” pattern.  A modified  -cut is also acceptable.
Cut weather barrier horizontally along the bottom and top of the window opening.
From the top center of the window opening, cut weather barrier vertically down to the sill.
Fold side and bottom weather barrier flaps into window opening and fasten.
Cut a head flap at 45-degree angle in the weather barrier membrane at window head to expose 8 inches of sheathing. Temporarily secure weather barrier membrane flap away from sheathing with tape.
FLASHING (for use with flanged windows installed after weather barrier)
(Specifier Note: Manufacturer recommends the use of the 6-inch wide ProWrap FLEX Flashing with 2 by 4 framing and 9-inch wide ProWrap FLEX Flashing with 2 by 6 framing.)
Cut [6-inch] [9-inch] wide ProWrap FLEX Flashing a minimum of 12 inches longer than width of sill rough opening.
Cover horizontal sill by aligning ProWrap FLEX Flashing edge with inside edge of sill. Adhere to rough opening across sill and up jambs a minimum of 6 inches. Secure flashing tightly into corners by working in along the sill before adhering up the jambs.
Fan ProWrap FLEX Flashing at bottom corners onto face of wall. Firmly press in place. Mechanically fasten fanned edges.  Mechanical fastening is not required for ProWrap FLEX Flashing.
On exterior, apply continuous bead of sealant to wall or backside of window mounting flange across jambs and head. Do not apply sealant across sill.
Install window according to manufacturer’s instructions.
Apply 4-inch wide strips of ProWrap BUTYL Flashing at jambs overlapping entire mounting flange. Extend jamb flashing 1-inch above top of rough opening and below bottom edge of sill flashing.
Apply 4-inch wide strip of ProWrap BUTYL Flashing as head flashing overlapping the mounting flange. Head flashing should extend beyond outside edges of both jamb flashings.
Position weather barrier head flap across head flashing. Adhere using 4-inch wide ProWrap BUTYL Flashing over the 45-degree seams.
Tape head flap in accordance with manufacturer recommendations
On interior, install backer rod in joint between frame of window and flashed rough framing. Apply sealant around entire window to create air seal. Apply sealant in accordance with sealant manufacturer’s instructions and ASTM C 1193.
(Specifier Note: When project conditions dictate that weather barrier will be installed after the windows and doors have been installed, USE the following Flashing Article.)
FLASHING (for use with flanged windows installed before weather barrier)
Attach weather barrier membrane apron under sill. Extend apron a minimum of 10 inches beyond sides of rough opening, and below the rough opening to overlap the sill plate or the weather barrier below. Securely attach sides of apron to wall, leaving bottom free to overlap later weather barrier installation.
Cut ProWrap FLEX Flashing a minimum of 12 inches longer than width of sill rough opening.
Cover horizontal sill by aligning ProWrap FLEX Flashing edge with inside edge of sill. Adhere to rough opening across sill and up jambs a minimum of 6 inches.
Fan ProWrap FLEX Flashing at bottom corners onto face of wall. Firmly press in place. Mechanically fasten fanned edges.  Mechanical fastening is not required for ProWrap FLEX Flashing.
On exterior, apply continuous bead of sealant to wall or backside of window mounting flange across jambs and head. Do not apply sealant across sill.
Coordinate with window installation.
Complete flashing after installation of window/door
Apply 4-inch wide strips of ProWrap BUTYL Flashing at jambs overlapping entire mounting flange. Extend jamb flashing 1-inch above top of rough opening and below bottom edge of sill flashing.
Apply 4-inch wide strip of ProWrap BUTYL Flashing as head flashing overlapping the mounting flange. Head flashing should extend beyond outside edges of both jamb flashings.
Position weather barrier head flap across head flashing. Adhere using 4-inch wide ProWrap BUTYL Flashing over the 45-degree seams.
Tape head flap in accordance with manufacturer recommendations.
On interior, install backer rod in joint between frame of window and flashed rough framing. Apply sealant around entire window to create air seal. Apply sealant in accordance with sealant manufacturer’s instructions and ASTM C 1193.
FIELD QUALITY CONTROL
(Specifier Note: Field observation by a manufacturer designated representative is recommended for all projects using ProWrap FLEX Flashing and ProWrap BUTYL Flashing)
Notify manufacturer’s designated representative to obtain periodic observations of flexible flashing assembly installation.
PROTECTION
Protect installed flexible flashing from damage during construction.
END OF SECTION 076500

DISCLAIMER: 
PrimeSource Grip-Rite Specifications have been written as an aid to the professionally qualified specifier and design professional. The use of this guideline specification requires the sole professional judgment and expertise of the qualified specifier and design professional to adapt the information to the specific needs for the building owner and the project, to coordinate with their construction document process, and to meet all the applicable building codes, regulations and laws. PRIMESOURCE GRIP-RITE EXPRESSLY DISCLAIMS ANY WARRANTY, EXPRESSED OR IMPLIED, INCLUDING THE WARRANTY OF MERCHANTABILITY OR FITNESS FOR PARTICULAR PURPOSE OF THIS PRODUCT FOR THE PROJECT
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